GREATER NEW HAVEN GNHY/ECA,

Protecting the Environment

WATER POLLUTION CONTROL AUTHORITY
CONSTRUCTION DETAILS

GNHWPCA MANHOLE
RING & COVER

3" MANHOLE GRADE RINGS AS

REQUIRED (MAX. HGT— 18”)

Lzga % GROUT AND PROVIDE SMOOTH
FINISH INSIDE AND OUT
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L MANHOLE INVERT SHALL BE:
FORMED OUT OF MANHOLE BRICK, OR
i . CAST—IN—PLACE CONCRETE WITH MANHOLE
ekn 1/2" PER "z BRICK SHELF/CHANNEL, OR A PRECAST
MANHOLE BASE. SHELF TO BE BUILT TO 0.8
OF THE DIAMETER OF PIPE.
NOTES:
1. MINIMUM MANHOLE DIAMETER IS 4FT.
2. MANHOLE SHALL CONFORM TO LATEST ASTM
DESIGNATION C478. CONCRETE COMPRESSIVE
| STRENGTH— 4000 PS| AT 28 DAYS.
. 3. ALL PIPE CONNECTIONS TO MH WALLS
SOSOSOSUSOSOSOSOSOSOSOSOST) 8 SHALL BE CAST—IN FLEXIBLE WATERTIGHT
| CONNECTORS MANUFACTURED BY
PRESS—SEAL GASKET CORPORATION OR
APPROVED EQUAL.
HAE\“TAE%E BEDDING 4. MANHOLE STEPS SHALL MEET LATEST OSHA

REGULATION 29 CFR 1910.27, SECTION 16
OF ASTM SPECIFICATION C478 AND SECTION
10 ASTM SPECIFICATION C497.

5. WHEN SPECIFIED MANHOLES SHALL BE
COATED WITH BAY OIL, "EBONY".

6. MH BRICK (ASTM C32) SHALL BE GRADE MS
REVISIONS OR MM.
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