GREATER NEW HAVEN GNHY/ECA,

Protecting the Environment

WATER POLLUTION CONTROL AUTHORITY
CONSTRUCTION DETAILS

THIS DIMENSION SHALL ——

SEAL JOINT WITH HOT
ASPHALT AC—-20 OR
APPROVED EQUAL

TACK COAT EDGE
(TYP.)

12" MINIMUM COMPACTED
PROCESSED COARSE
AGGREGATE BASE l

1 1/2" MINIMUM CLASS 2
BITUMINOUS CONCRETE

PAVEMENT
1 1/2” MINIMUM CLASS 1 BITUMINOUS
CONCRETE PAVEMENT
6” MINIMUM CLASS 4 BITUMINOUS
CONCRETE PAVEMENT
(TWO 3" LIFTS)
LK | S EXISTING PAVEMENT

MATCH EXISTING
PAVEMENT THICKNESS IF
GREATER THAN 4"

REVISIONS

NO.

DATE

1

JUNE 2008

PROFILE

EXISTING
BASE

— THIS DIMENSION SHALL
MATCH EXISTING PROCESSED

I\1/II2N. THICKNESS IF GREATER
(TYP.) THAN 12"

-~ ’>— SUITABLE FILL
(DEPTH VARIES)

TRENCH

WIDTH
PAYMENT LIMITS

PERMANENT PAVEMENT REPAIR

ON COLLECTOR STREETS
NTS

SD407-04




