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INSTALLATION

INSTALLATION NOTES

1. DO NOT SCALE DRAWINGS,

EXECUTION OF WORK.

APROXIMATE LOCATIONS.
2. PUMP CONTROL PANEL DEADFRONT CONSTRUCTED ON NO.

ALL LOCATIONS SHALL BE FIELD VERIFIED PRIOR TO THE
THE LOCATION OF ALL DUCTBANKS, RACEWAYS, EQUIPMENT ARE
SHOWN DIAGRAMATICALLY. THE EXISTING UTILITIES ARE SHOWN IN THEIR ASSUMED AND
FINAL LOCATIONS WILL BE DETERMINED PRIOR TO INSTALLATION.

12 GAUGE ALUMINUM.

ACTUAL COMPONENT ARRANGEMENT MAY VARY ON BACK PLATE LAYOUT AND
SPECIFICATIONS ARE BASED ON DESIGN BY CONTROL SYSTEMS, INC., JACKSON,

MISSISSIPPI (601) 355—8594 OR APPROVED EQUAL.
SUBMITTALS REQUIRED.

3. DUPLEX PUMP CONTROL CABINET (NEMA 4X) TO BE: 36"Wx36"Hx12"D S.S. SINGLE
DOOR, WITH HASP FOR PADLOCK (PADLOCK BY OWNER) CABINET DOOR TO HAVE
INTRUSION ALARM CONNECTED TO SCADA SYSTEM

ELECTRIC POWER CABINET (NEMA 4X) TO BE: 36”Wx36"Hx12”D S.S. SINGLE DOOR,
WITH HASP FOR PADLOCK (PADLOCK BY OWNER) CABINET DOOR TO HAVE
INTRUSION ALARM CONNECTED TO SCADA SYSTEM

4. NEW 16"H x 24"W x 8"D S.S. JUNCTION BOX, VENTED w/TERMINAL BLOCKS AND
HASP FOR PADLOCK (PADLOCK BY OWNER)

5. INTERNAL CABINET LED LIGHT TO BE: LITHONIA FMLWL—24-20W 120V LED.

6. ACTIVE RACEWAYS SHALL CONTAIN A SYSTEM GROUND CONDUCTOR (MIN AS per NEC) BARE

CU. CONDUCTOR, BOND WITH CABLE SHIEELDS AND CONDUIT BUSHINGS TO STATION

GROUND.

7. POWER INTERUPTIONS WILL BE SCHEDULED WHEN BY—PASS SYSTEM IS ON-LINE.
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420 East Main Street
Building 1 - Suite 9
Branford, CT 06405
TEL: 203/481-0807
FAX: 203/488-5729

JOB TITLE:

REHABILITATION OF

MITCHELL DRIVE PUMP STATION

MITCHELL DRIVE

NEW HAVEN, CONNECTICUT

REV. DATE: | DESCRIPTION:

PREPARED FOR:

GREATER NEW HAVEN WPCA

DATE:

3/7/18
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JOB: 2017.044
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